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1. PURPOSE:

To maintain uniform conditions for the placement of new Street
Name signs.

2. DESCRIPTION:

The County shall be obligated to install new Street Name Signs
ONLY under the following conditions;

a. A new Street Name Sign (White letters on Green background)
shall be installed and maintained at locations where:

1. Dedicated right-of-way exists on both principal
arterial and secondary roadways, and MCDOT Operations
maintains both principal arterial and secondary
roadways (Work performed by MCDOT TED forces).

2. It shall be the responsibility of all developers /
contractors building new plated subdivisions to install
street name signs in the proper locations prior to the
final inspection and acceptance of the subdivision into
the MCDOT maintenance system.  After such acceptance by
the County, a Traffic Division associate shall go out
and place an identification / inventory number tag on
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each Street Name Sign and record these signs for entry
into the active sign listing.

b. A new Private Street Name Sign (White letters on Blue
background) may be installed at locations where;

1. Dedicated right-of-way exists on both roadways, but
MCDOT Operations doesn't maintain roadways.

2. No dedicated right-of-way exists, on the principal
arterial or secondary roadways, but MCDOT Operations
maintains the principal arterial.

3. Dedicated right-of-way exists only on one of the
roadways in question.  In these cases, the sign shall
be installed on the corner with the dedicated right-of-
way.

4. In the interest of public safety, a citizen may give
the County permission, in writing, to install a Private
Street Name Sign on the corner of his/her property
where no right-of-way exists.  These signs shall be
reviewed on a case by case basis and installed only if
warranted.

3. EXHIBITS:

a. Maricopa County Department of Transportation Traffic Sign
Manual, specifications drawing page D2.

4. BACKGROUND:

The Maricopa County Department of Transportation Traffic
Engineer felt it was necessary to create this policy to help
eliminate confusion about where to install New Street Name
signs and Private Street Name signs.

5. AUTHORIZATION:

By direction of the Maricopa County Department of
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Transportation Traffic Engineer.

6. REFERENCES:

Manual On Uniform Traffic Control Devices, 1988 edition, pages 2D-
23 and 2D-24, paragraph 2D-39.

2D-39 Street Name Signs (D3)

Street Name signs should be erected in urban areas at all street intersections
regardless of other route marking that may be present and should be erected in rural
districts to identify important roads not otherwise marked.

Lettering on Street Name signs should be at least 4 inches high.  Supplementary
lettering to indicate the type of street (e.g., Street, Avenue, Road, etc.) or section
of city (e.g., N.W.) may be in smaller lettering, at lest 2 inches high.  Conventional
abbreviations are acceptable except for the Street Name itself.

A symbol or letter designation may be included to identify the governmental
jurisdiction.  If used, the length of the designation shall not exceed the height of the
sign, and should be positioned to the left of the street name.

The Street Name sign should be reflectorized or illuminated. The legend and background
shall be of contrasting colors and should have a white message and border on a green
background.

In business districts and on principal arterial, Street Name signs should be placed at
least on diagonally opposite corners so that they will be on the far right-hand side of
the intersection of traffic on the major street.  Signs naming both streets should be
erected at each location.  They should be mounted with their faces parallel to the
streets they name.

In residential districts at least one Street Name signs should be mounted at each
intersection.

On intersection approaches a supplemental Street Name sign should be erected separately
or below an intersection related warning sign.  When combined with a yellow diamond
sign, the color should be black message on a yellow background.

7. ATTACHMENTS:

Non-applicable.

Approved: _________________________

Albert G. Letzkus, P.E.
County Traffic Engineer


